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The ePIC dual Radiator Ring Imaging Cherenkov
The identification of charged particles with momenta larger 
than 3 GeV/c in the hadronic endcap will face two major 
challenges:

● to cover a wide momentum range (up to 50 GeV/c);
● to operate in a high (~1T) magnetic field.

The two radiators, aerogel (n≃1.020) and gas (n≃1.0085) will 
allow for combining their information to identify hadrons over 
the full momentum range.
The Silicon Photomultiplier (SiPM) will be used as 
magnetic-insensitive photosensor.

2



Vallarino Simone - INFN GENOVA

The dRICH data throughput issue
Sensors Dark Count Rate : 3 - 300 kHz 
(increasing with radiation damage → with 
experiment lifetime). 
Detector throughput : 14 - 1400 Gbps. 
EIC bunch crossing : bunch crossing rate 
of 100 MHz. 
Physical relevant interaction: one every 
~ 200 bunch crossing → interaction rate of 
500 kHz. 
A system tagging the interacting 
bunches can solve the throughput 
issue.  
An ML-guided data reduction system is 
being developed by INFN RM1 as a 
complementary option to solve the 
issue. 
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The dRICH Interaction Tagger
The dRICH Interaction Tagger (dIT) will be a 
scintillating detector-based component of the dRICH, 
designed to tag events in which at least one charged 
particle with sufficient energy passes through.
Requirements:

● High efficiency (no false negative);
● Good timing ~1 ns;
● Reduction factor > 10;
● Thin due to strict geometrical constraints.

We are developing a hodoscope based on 
Scintillating Fibers (SciFi) to meet these 
requirements. It consists of two layers of 
square-shaped SciFi, rotated by 90°.

dIT 
position
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The dIT simulation
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The SciFi simulation
● Two layers of 2 mm wide scintillation fibers, 2% 

cladding thickness
● XY-directions, 956 fibers/layer, 1.23 km of fiber 

length/layer;

The 2-mm-wide 
squared-shape   

SciFi

The dIT 
implementation. 
The beam pipe 

hole has an offset 
of ~ 25 mRad
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The SciFi expected performance
● EMPV = 300 keV/layer = 2400 photons ≊ 20 p.e./SiPM;
● The threshold could be set at 100 keV ≊ 7 p.e./SiPM  → expected Poisson inefficiency < 0.1 %;
● Efficiency is estimated as the ratio of events with charged tracks having dIT over the number of events with 

dRICH hits.
● Overall expected efficiency 99.97%, if there is at least one track from the interaction point in the dRICH.
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Lab activity status
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● 1 layer of tracker prototype based on 0.5 mm ∅ SciFi;
● 10 cm →200 fibers;
● 32 channels;
● Designed to identify the exact fiber that fired;
● A new 2 mm ∅ fiber sample was ordered from Luxium. It will be 

used to measure the performance of this large-diameter fiber.

The SciFi tagger-tracker prototype
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ALCOR DAQ chain
The ePIC dRICH DAQ is based on ALCOR (talk by F. Cossio).
This readout station will be used to test the new SciFi, which are currently being delivered.

FPGA

FEB

ALCOR

SiPM
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Thanks for your attention
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Backup slides
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Electron-Ion Collider EIC
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● Beams of various ion species, from proton to uranium;
● Highly polarized beams ∼ 70%;
● Variable e+p center-of-mass energies in the range 20 ÷ 140 GeV;
● High collision electron-ion luminosity 1033 ÷ 1034 cm−2s−1;
● Up to two general-purpose detectors;
● The first will be the electron-Proton/Ion Collider experiment
● The experiment is scheduled to start in 2036.



Vallarino Simone - INFN GENOVA

electron-Proton/Ion Collider experiment ePIC
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ePIC is built around a superconductive solenoid providing a ~1.7T 
magnetic field along the beamline.
It is composed of three main parts:

● The Barrel surrounding the beamline;
● The Electronic Endcap in the backward direction;
● The Hadronic Endcap in the forward direction.

Each one includes high-precision detectors for tracking, 
calorimetry, and particle identification (PID).

The PID at ePIC will be performed by combining the information 
provided by several detectors.

In the Hadronic Endcap, PID will be made by the AC-LGAD 
Time-of-Flight, which will identify low momentum pion and kaon in the 
forward endcap (0.2 < pH < 2.3 GeV/c), and the dual-radiator RICH.


