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" Detection principle

®  System characterization
Requirements & Results

" Future perspectives
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Detection principle

STEP 1 STEP 2 STEP 3
Drive only the GW - Mechanical = RF Read only the
0 mode Tt mode

The vibration of the walls
from GW produces an
upconversion of the RF signal
to a higher frequency

(in-phase mode) (out-of-phase mode)

——
NN N e

o a e O

Giovanni Marconato | The MAGO 2.0 project | GravNet collaboration meeting



=*

S E H Nt -
Universitit Hamburg  CLUSTER OF EXCELLENCE # ermllab - S a M S -
CHU EHRE | DER BILDUNG

Detection principle
Direct Coupling
Mechanical Coupling (Gertsenshtein Effect)
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In laboratory coordinates (PD)
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Detection principle

GW = Mechanical > RF
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PACO | Mechanical tuning 1t cold test

collaboration + Room T analysis 2 K analysis
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DESY, 2025

25t cold test

2 K Now with
piezos!
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Cavity preparation

= After “resting” for >15 years the
cavity needed precise mechanical
tuning

= Single cell frequency tuning to
achieve coupled system with desired
mode splitting for GW detection

Fischer et al., Class. Quantum Grav. 42 115015 (2025)
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Cavity preparation

= With very small coupling even kHz

frequency difference in the two cells T SUN
becomes relevant $ 104
: - F10
= Small coupling needed for kHz mode 5 0 N
. . ;‘:E ,10—6,,;,?
splitting =
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Coupling Coefficient k..

Fischer et al., Class. Quantum Grav. 42 115015 (2025)
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Mode splitting requirements

y

= Mode separation close to frequency
A +wGW of GW of interest

R wo ~ 2.1 GHz

Wew ~ 10 kHz
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0(10 kHz)
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Mode spllttlng results

_40 -

0 mode | 4
~ ~11 kHz

Antiresonance

Amplitude /dB

5009740 2.099745 2099750 . 2.099755 2.099760 2.099765

Frequency /GHz

arXiv:2607.02476
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Quality factor results
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Signal discrimination requirements
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RF Pump Hybrid A Detector
coupler
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= Signal discrimination based on phase
- RF equivalent of interferometer beam splitter
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Signal discrimination requirements

Hybrid A Detector

coupler

Signal discrimination based on
phase:

= In-phase 0 mode cancels out
= Qut-of-phase t mode sums up

RF source
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Signal discrimination results
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DER FORSCHI

Signal discrimination future requirements

Hybrid a Detector

coupler

Next test will be:

= Feeding ONLY in-phase signal to
suppress input noise

= Verify the improvement in overall
suppression

Hybrid
RF source coupler

)
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Mechanical
characterization

——
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Mechanical characterlzatlon

= Install piezoelectric actuators to:

+* Excite mechanical vibrations
at desired frequency

“*Study mechanical to RF conversion

= Fake Gravitational Wave!
for system calibration

Giovanni Marconato | The MAGO 2.0 project | GravNet collaboration meeting 18
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Mechanical to RF signal

LLRF Spectrum f
Analyzer

—60f Piezo — driven peak
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= Drive O mode with Low Level RF
system

= Drive piezos with signal generator

=

100} Tt mode

Amplitude /dBm
I
co
o

2.099740  2.099746  2.099752  2.099758
Frequency /GHz

Time [s]

arXiv:2607.02476
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Mechanical Quality factor
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Fake GW signal for callbratlon

= To calibrate the detection chain first the
input needs to be calibrated

= The response of piezos at kHz frequency
in 2K bath is not known to the desired
precision

= Piezo calibration campaign currently in
progress

Giovanni Marconato | The MAGO 2.0 project | GravNet collaboration meeting 21
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= Improve current prototype: ;:fi ‘ 1‘ ‘
et R R ¥

% Improve RF suppression system 2 TR (1L FTRSTRRTIN Y | YW

p pp y = Wm \h{, ‘MM*W’W i W"t‘f“‘l

% Characterize cavity mechanical modes | |

-174+

2.099735 2.099740 2099745 2.099750 2.099755

% Create controlled “Fake GW” signal for calibration
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Future perspectives

= Next generation cavity:

% Design a new prototype with optimized sensitivity to GW

% Implement mechanical noise insulation in cryostat

Giovanni Marconato | The MAGO 2.0 project | GravNet collaboration meeting 23



UH
=
i * N N
Lol Universitit Hamburg  CLUSTER OF EXCELLENCE # Fermllab f-f“'SQM S Sr
EHRE | DER BIL

DER FORSCHUNG | DER L ER BILDUNG  QUANTUM UNIVERSE

Summary

Successfully characterized and tuned
old prototype cavity

Successful implementation of phase
sensitive suppression ~ 80 dB

Started design of next generation
cavity with higher coupling to GW
(fabrication money is already allocated)

24
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Thank you!

Project collaborators: Julien Branlard, Vijay Chouhan, Can Docuyucu, Sebastian
Ellis, Lars Fischer, Bianca Giaccone, Ivan Gonin, Anna Grassellino, Wolfgang
Hillert, Matthias Hoffmann, Timergali Khabiboulline, Tom Krokotsch, Frank
Ludwig, Uros Mavric, Gudrid Moortgat-Pick, Yuriy Orlov, Krisztian Peters, Sam
Posen, Oleg Pronitchev, Andreas Ringwald, Udai Singh, Marc Wenskat
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